BD Loops
The Loop Experts!

Designed to be used with BD Loops Saw-Cut Loops only. Use with
other wire can result in damage to the wire and/or wheel.
Not designed for use in 1/8” wide grooves.

Easily roll BD Loops Saw-Cut Loops to the bottom of the groove while standing with the BD Loops Pizza Wheel &
Wedge Tool. Many loop installers use screwdrivers, paint mixers, sticks, or other tools to stuff saw-cut loops into
saw-cut grooves. Those tools are not only inefficient, but can damage the loop wire and cause the loop to short to
ground.
The BD Loops Pizza Wheel is made of smooth and durable PVC that will not damage the loop wire. The flat
wedge tool allows installers to easily push wire down into the groove at the dog ear corners. The roller is 1/8" thick
and works best with BD Loops Preformed Saw-Cut Loops.

Package Contains:
•

1/8” Wide Smooth PVC Pizza Wheel for easily pushing
wire into the saw-cut groove.

•

Flat Aluminum Wedge Tool for pushing wire into the
dog ear corner cuts.

•

Metal Clean out Hook can be used to help remove stubborn rocks and pebble from saw-cut groove and to
clean out saw-cut grooves.

•

Wood Dog Ear Corner Block for marking the
5 1/2” x 5 1/2” x 7 3/4” dog ear corners cutting pattern.
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Flat Wedge Tool
Flat aluminum wedge tool for pushing
BD Loops preformed saw-cut loops into
the groove at the dog ear corners.

Pizza Wheel
Smooth and durable PVC “Pizza Wheel” for pushing BD
Loops preformed saw-cut loops into the groove while
standing.
To use the pizza wheel, connect the wheel to a piece of
3/4” schedule 80 PVC that is cut to a length that allows
you to easily roll wire into the groove while standing.
Glue the pizza wheel to the PVC conduit using a PVC
solvent cement.

We recommend putting the flat wedge
tool on the opposite end of the 3/4”
PVC conduit that the Pizza Wheel is
attached to. Connect the flat wedge
tool to a piece of 3/4” schedule 80
PVC that you have cut to a length
that allows you to easily use the
wedge tool while standing. Glue the
wedge tool to the PVC conduit using a PVC solvent cement.
Recommended PVC cut length is: 5’-6’

Recommended PVC Handle cut length is: 5’-6’.

Clean Out Hook

Dog Ear Corner Block
Triangular wood block that is cut to BD Loops recommended dog ear corner size: 5 1/2” x 5 1/2” x 7 3/4”.
To use the Dog Ear Corner Block place the block on the
inside corners of the square or rectangular cutting
pattern you have marked. Align the block to an inside
corner and mark the 7 3/4” side (the long side) with a
construction crayon. Do not cut a dog ear corner on the
corner of the loop that starts the lead-in run. Loops
only have 3 dog ear corners.

This clean out hook is ideal for removing rocks and
stubborn pebbles embedded deep in the saw-cut
groove. The clean out hook can also be used to break
up and remove concrete or asphalt inside the “V” cut
yoke.
To use the clean out hook simply screw it onto
a threaded 1” metal pipe.
Recommended Pipe Length: 5-6’
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