
Easily roll Saw-Cut Loops to the bottom of the groove while standing by using the BD Loops Pizza Wheel & Wedge 
Tool. Many loop installers use screwdrivers, paint mixers, sticks, or other tools to stuff saw-cut loops into saw-cut 
grooves. Those tools are not only inefficient, but some can knick the loop wire and cause the loop to short to 
ground. 
 

 The BD Loops Pizza Wheel and Wedge Tool is made of smooth and durable PVC that will not knick the loop 
wire. The wedge tool allows installers to easily push wire down into 135° dog eared corner cuts. The roller is 1/8" 
thick and works best with BD Loops Preformed Saw-Cut Loops. 

Designed to be used with BD Loops Saw-Cut Loops only, use with 
other wire can result in damage to the wire and/or wheel. 

bƻǘ ŘŜǎƛƎƴŜŘ ŦƻǊ ǳǎŜ ƛƴ мκуέ ǿƛŘŜ ƎǊƻƻǾŜǎΦ 

¶ мκуέ ǿƛŘŜ ǿƘŜŜƭ ŀƴŘ морϲ  ǿŜŘƎŜ ǘƻƻƭ 
 

¶ Designed for saw-cut depths up to 2 ¼ έ όм ѻέ τ1 İò is 
BD Loops recommended saw-cut depthτsee back side of 
this sheet) 

 

¶ Easily push BD Loops Preformed Saw-Cut Loops to the 
bottom of the groove while standing. 

 

¶ оκпέ t±/ /ƻǳǇƭŜǊ ǘƻ ŀŎŎŜǇǘ ŀƴȅ ƭŜƴƎǘƘ {ŎƘŜŘǳƭŜ ул t±/ 
handle. 

 

¶ Wheel is made of durable PVC that will not nick or 
damage loop jacket. 

 

¶ Can be used to help clean out saw-cut grooves. 
 

¶ Wedge tool easily pushes loop to the bottom of the 
dog-eared corners. 

 

Pizza wheel may be stiff at first but with use will loosen up. 
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