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Template block kit is designed to be used with any size �� � �����  3/16 Saw-Cut preformed loops. 
 
Step#1: Take the #1 yoke block and place the new Saw-Cut loop yoke in the yoke with about 1 
to 1 ¼ inch space from yoke to block corner as pictured below. Be sure to place loop wire with 
RED side facing down. 
 

 
Step #2: Position Yoke Block #1 on roadway surface. When Yoke Block is set in position, drill a 
1/8 inch hole near the corner of the yoke as pictured on left then drill a second hole to align the 
yoke block to form a 90 degree corner as pictured on right: 
 

 
 
 
 



 
Step #3: measure the short leg of the loop and place a mark on the top of the loop wire. Install 
loop wire into block #2 with the mark centered on the arrow on block #2. Be sure that loop 
wire has no twist in it. See picture below: 

         
 
Step #4: Align block #2 using guides so it is square in reference to block #1. With the loop wire 
pulled tight drill a hole in corner and then insert “T” bar to hold block #2 in place as pictured 
below: 

 
 
Step#5: Insert loop wire into block #3 with the RED mark on loop wire aligned with the arrow 
on template block. Pull block #3 away from block #2 and align placement so it is squared in 
reference to block #2. Drill hole and place “T” bar in place as pictured below: 

   
 



 
 
 
Step #6: Using your finger pull the loop wire away from both block #1 and #3 and find the 
point where the long and short side makes a 90 degree angle. Center this point as you install 
the loop wire into block # 4. Pull the block away from both block #3 and #1 then drill a hole 
and insert “T” bar to hold block in place. 
 

 
 
 
 
 
Step #7: Use Soap Stone to mark all three 45 degree dog ear on blocks# 2, 3, and 4. 
                                                                                  #3  Block                                           Block  #2 

          
                                                                                    Block #4                                           Block #1 
 
 
 
 
 
 
 
 
Step #8: Remove loop and template blocks. Insert Caulk “T” pin and snap all four sides. 



 

 
 
Step #9: Insert caulk “T” into yoke block #1 hole and snap a line in the direction of the lead-in 
for the saw-cut to the operator location. 

 
 

Step #10: Using a clear coat or matt spray, apply a coat to ALL caulk lines. Do not coat soap 
stone line this will keep the water from the saw cut machine from washing away the chalk lines. 
To complete installation follow instructions supplied with loop. 

 


